Monday
Unbolted it and pulled it off
2
Steps Taken to Reach Objective:
Objective (s):
 Remove the rear end of the formula car and start on a pedal stop
List issues / Complications:
1
3
4
Continued with PM’s design for a pedal stop
 
Disconnected all of the wires
[bookmark: _GoBack]Tried to sturdy it up a bit
Tuesday
Drill through the vertical l bracket and tube
2
Steps Taken to Reach Objective:
Objective (s):
 Work on formula car pedal stop
List issues / Complications:
1
3
4
Bolt those 2 pieces together to sturdy it up
 
Drilled out the holes to make it more adjustable on the bottom
Find bolts to mount it
Wednesday
Still bent so we had to toss that idea
2
Steps Taken to Reach Objective:
Objective (s):
 Work on pedal stop design
List issues / Complications:
1
3
4
Design the new idea
 
Mount up the pedal stop and tested it
Cut out the metal that we will need
Thursday
Drill the holes to attach the 2 pieces of metal
2
Steps Taken to Reach Objective:
Objective (s):
 Make a new pedal stop for the formula car
List issues / Complications:
1
3
4
Drill the holes to mount it
 
Make the bends in the metal
Drill the hole for the stop
Friday

2
Steps Taken to Reach Objective:
Objective (s):
 Absent
List issues / Complications:
1
3
4

 




